Rayovac Computer Clock 
Batteries and Lithium 
Coin Cells. 


Rayovac offers a line of batteries to power clock 
and memory backup functions in sophisticated 
equipment. This fast-growing replacement market 
relies on dependable power to stay up and running. 
All products featured are carded for retail distribution. 


Computer Clock Batteries 


844-1 4.5 Volt Computer Clock Battery with 
4 pin connector. For IBM® PC-AT, 
Compaq 286° & 386° AST 
Premium/286™ & 386” PC's Limited 
286™ & 3867" and many others. 
844W-1 4.5 Volt Computer Clock Battery with 
4 pin connector for WYSE Technology 
models 2106, 2112, 2200, 2214, 
3216; Amdek™ 286 & 386 systems. 
BR2325C-1 3.0 Volt Lithium Coin Cell. 
Fits most expansion boards. 


PC223A-1 6.0 Volt Computer Clock Battery for 
IBM” PS/2° and PC-XT286™ 


PC223A-1 


ONE BATTERY 


Rayovac Computer Clock Batteries 
844 Computer Clock Battery 


e For IBM” PC/AT™ and most compatible 286 and 
386 systems 


e Key 4 pin connector for proper polarity 

e Gold plated contacts 

eè Industrial strength Velcro® mounting strip 
© Five year shelf life 


Replaces: 

Panasonic BR-E2, BR-E3 Eagle Picher MAP9152 
Duracell DL223 AR Sanyo 2CR12600SE 
Tadiran TL-5253/C Eternacell B9591T 


IBM Replacement #: 8286121, 1743456 


PC223A Computer Clock Battery 


© For IBM® PS/2® Models 50, 60, 70, and 80 
Also XT-286™ 

© Can provide up to 40% more service life 

e Rated at 1.7 ampere-hours of capacity (most others 
rated at only 1.2 ampere-hours) 

Rayovac Computer Clock Battery Average 


Ordinary 


0 2 3 
YEARS OF SERVICE LIFE 


Replaces: IBM 72X8498, Duracell DL223A, 
Panasonic BR-P2 


BR2325C Computer Clock Battery 


© For memory expansion boards 
LIFEX™ High Reliability Lithium Batteries 


Lithium Manganese 
Dioxide (CR) 


Ordinary Lithium 
Carbon Monofluoride (BR) 


Up to 10 Years Shelf Life 2 4 6 8 10 
Years Storage at 160°F/Mean Time to Failure (MTF) 


For Free Computer Clock Battery Cross Reference Contact: 


Distributed By: 


Rayovac Corporation 
Madison WI 53711 
OEM 95 


